969 NU1800

An extra heavy-duty caustic liquid for heavy soil removal from steel, concrete masonry and
similar inert surfaces. It is the strongest of our liquid pressure and stream cleaning compounds.

Where To Use

Construction equipment Heavy-duty degreasing Dump trucks
Concrete floor cleaning Maintenance garages Engine building
Food Processing Areas Meat Rooms

Dilution

2-4 oz./gal with pressure washer, manual scrubbing or equipment.
1/10 for soak cleaning.
General Purpose -1/60

Directions

HD Cleaning & Degreasing - at stronger solutions 969 will dull and even
remove paint. Determine suitability prior to applying. Based on dilution
above, apply 969 with pump sprayer or directly through pressure washer.
Hot water works best. Allow to dwell on surface, longer dwell for heav-
ily soiled areas. High pressure rinse with hot water. 969 Detergent is an
excellent cleaner for use in meat rooms. Its rapid cleaning action through
mechanical equipment cuts grease and fat quickly. A dilution of 2 to 4
ounces per gallon through a hot water pressure washer will quickly clean
stainless steel tanks, cutting equipment, work benches, floors, etc. Soak
thoroughly, let stand for one minute, then pressure rinse. 969 will also
prove very effective for use with manual scrubbing equipment. Dilution
should be in the range of 2 to 4 ounces per gallon. For soak cleaning, dilu-
tion of 1 part 969 to 10 parts of hot water will clean utensils, valves, etc.

Technical Specifications

COLOR: ........... Transparent Green VISCOSITY: .................. Water Thin
FORM: ............ Liquid STORAGE(Unopened):..1 Year @R.T.
SCENT: ........... Odorless BIODEGRADABLE: ...Yes
pH: 14.0 WEIGHT/GAL: ............ 10.0 Ibs.
FLASH POINT: None SHIPPING CLASS: ...... 8, Packing Gr IIL
FOAM: .......... Low/Medium PACKAGING: .............. 5 gal, 55 gal
TYPE: .............. HD Caustic Degreaser
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